Continuous and discontinuous precipitation in Fe-1 at.%Cr-1 at.%Mo alloy upon nitriding; crystal structure and composition of ternary nitrides by Steiner, Tobias et al.
                          Steiner, T., Meka, S. R., Rheingans, B., Bischoff, E., Waldenmaier, T., Yeli,
G., ... Mittemeijer, E. J. (2016). Continuous and discontinuous precipitation
in Fe-1 at.%Cr-1 at.%Mo alloy upon nitriding; crystal structure and





Link to published version (if available):
10.1080/14786435.2016.1167282
Link to publication record in Explore Bristol Research
PDF-document
This is the author accepted manuscript (AAM). The final published version (version of record) is available online
via Philosophical Magazine at
http://www.tandfonline.com/doi/abs/10.1080/14786435.2016.1167282?tab=permissions&scroll=top. Please refer
to any applicable terms of use of the publisher.
University of Bristol - Explore Bristol Research
General rights
This document is made available in accordance with publisher policies. Please cite only the published




Continuous and discontinuous precipitation  
in Fe-1 at.%Cr-1 at.%Mo alloy upon nitriding; 
crystal structure and composition of ternary 
nitrides 
Tobias Steiner1,2, Sai Ramudu Meka1, Bastian Rheingans3, Ewald Bischoff1, Thomas 
Waldenmaier2, Guma Yeli4, Tomas L. Martin4, Paul A.J. Bagot4, Michael P. Moody4, Eric J. 
Mittemeijer1,3 
1Max Planck Institute for Intelligent Systems (formerly MPI for Metals Research), Heisenbergstrasse 3, 
70569 Stuttgart, Germany 
2Robert Bosch GmbH Heat Treatment Processes and Heat Treatment Technology (CR/APM4),  
Postbox 300240, 70442 Stuttgart, Germany 
3Institute for Materials Science, University of Stuttgart, Heisenbergstrasse 3, 70569 Stuttgart, Germany 
4Department of Materials, University of Oxford, Parks Road, Oxford OX1 3PH, United Kingdom 
Abstract: 
The  internal nitriding  response of a  ternary Fe‐1 at.%Cr‐1 at.%Mo alloy, which serves as a 
model  alloy  for many  CrMo‐based  steels, was  investigated.  The  nitrides  developing  upon 
nitriding were  characterized  by  X‐Ray  diffraction,  Scanning  Electron Microscopy,  Electron 
Probe Microanalysis, Transmission Electron Microscopy, and Atom Probe Tomography. The 
developed  nitrides were  shown  to  be  (metastable)  ternary mixed  nitrides, which  exhibit 
complex  morphological,  compositional,  and  structural  transformations  as  a  function  of 




upon  prolonged  nitriding  leading  to  the  development  of  lamellae  of  a  novel,  hexagonal 
2 
 
CrMoN2  nitride  along  {110}α‐Fe  lattice  planes,  and  of  spherical  cubic, NaCl‐type  (Cr,Mo)Nx 
nitride  particles  within  the  ferrite  lamellae.  The  observed  structural  and  compositional 
changes  of  the  ternary  nitrides  have  been  attributed  to  the  thermodynamic  and  kinetic 
constraints for the internal precipitation of (misfitting) nitrides in the ferrite matrix. 





Many  technologically  important  steels  are  based  on  the  Fe‐Cr‐Mo(‐C)  system,  due  to 
superior hardenability, toughness, anti‐corrosion properties, and microstructural stability at 







Hence,  in  order  to  optimize  the  nitriding  response  of  the  material  to  achieve  desired 
property  profiles,  control  and,  to  that  end,  understanding  of  the  interaction  of  inwardly 
diffusing N with both alloying elements present in steel is necessary. This is the background 
for the present investigation of the nitriding behavior of Fe‐1 at.%Cr‐1 at.%Mo alloy.  
Upon nitriding of binary Fe‐Cr  [8]–[13] and Fe‐Mo  [7],  [14] alloys  initially cubic, NaCl‐type 
CrN and cubic, NaCl‐type γ‐Mo2N (here 50 % of the octahedral‐interstitial sublattice are not 





for  prolonged  time,  Fe‐Cr  alloys  with  sufficiently  high  Cr‐content  undergo  a  
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1Cr‐1Mo).  Some  preliminary  results  of  this  project  have  been  presented  at  a  recent 
conference  [19].  The  here  presented  detailed  characterization  of  the  developing  nitrides, 
employing  X‐ray  diffraction  (XRD),  scanning  electron  microscopy  (SEM),  electron  probe 












The  foils  were  encapsulated  in  an  Ar‐filled  quartz  tube  and  recrystallized  at  750  °C  for  







The  foil specimens were nitrided  in a vertical multizone quartz  tube  furnace  (temperature 
accuracy ±1 K)  in a  flowing NH3/H2 gas mixture. High purity ammonia  (>99.998 vol.%) and 











nitriding,  after  nitriding  and  after  subsequent  denitriding  using  a  Mettler  Toledo  XP56 
microbalance with  a  nominal  accuracy  of  ±1  µg.  The weight  of  the  (lighter)  thin  foil  for 










rotated  around  its  surface  normal  to  improve  the  crystallite  statistics.  For  phase 
identification,  the  substance  reference  patterns  in  the  ICDD  database  [22]  were  used. 
Rietveld  refinement of  the diffraction data  for  identification of  a new  ternary nitride was 
performed with the TOPAS (Bruker AG) software. A pseudo‐Voigt function was employed for 







in a Watts bath  [26],  [27].  Such Ni‐plated pieces were embedded  in  Struers Polyfast. The 
embedded  specimens were  ground,  polished  (last  stage  1  µm  diamond  suspension)  and 
etched with 1 % Nital. A LEO 1530 VP scanning electron microscope (SEM) equipped with a 
field emission gun and an in‐lens detector was employed in this study.  












order  to  remove  the  nitride  particles  from  the  specimen  surface,  the  specimen  was 
sonicated in the same electrolytic solution after every 15 min of the electrolytic dissolution. 
The  thus  obtained  solution  containing  nitride  particles  was  centrifuged  for  2  h  and  the 
solution  was  discarded.  Subsequently,  the  residue  was  rinsed  with  distilled  water  and 










For APT analysis,  the 1 x 20 x 15 mm3  foils  (cf. section 2.1) were ground  to a  thickness of  
0.6 mm and prepared for nitriding as described in section 2.1. The nitriding times employed, 
at  580  °C  and  a  nitriding  potential  of  0.1  atm‐½,  were  72  h  to  obtain  a  homogeneous  
CP  microstructure,  and  216  h  to  obtain  a  homogeneous  DP  microstructure.  After  the 




The matchsticks were  then polished  into needle‐shaped  specimens  for APT by a  standard 
two‐stage electro‐polishing method using 25 % perchloric acid and acetic acid with a voltage 
between  12‐18  V  in  the  first  stage,  and  in  the  second  stage  2  %  perchloric  acid  and  
2‐Butoxyethanol with  a  voltage  between  6‐8  V  [29].  APT  investigations were  carried  out 
using a Cameca Local Electrode Atom Probe (LEAP) 3000X HR. The specimens were analyzed 
in pulsed‐laser mode, applying laser pulse energies of 0.2‐0.4 nJ. The specimen temperature 
and  pulse  fraction  rate  were  set  as  50  K  and  200  kHz,  respectively.  The  elemental 
distribution maps  and  quantitative  information  of  the  local  chemistry  of  the  precipitates 
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Upon  nitriding  an  Fe‐1Cr‐1Mo  alloy  substrate,  a  nitrided  zone  develops  in  the  surface 
adjacent region, as revealed by the more pronounced etching contrast of this region in light 
micrographs  (LM)  (cf. Ref.  [19]). The nitride particles developing  in  the  initially  forming CP 
regions  are  too  small  to  be  revealed  individually  by  LM  or  (conventional)  SEM  (see  TEM 
analysis presented in section 3.1). Upon prolonged nitriding (after a time of the order of 10 




times  are  shown  in  Fig. 1. After nitriding,  all  ferrite‐matrix  reflections have  split  into  two 
peaks. The peak at  lower diffraction angle emerges upon nitriding and  is of higher relative 
integrated  intensity after  short nitriding  times. With  increasing nitriding  time,  the peak at 
higher diffraction angles  increases  in relative  integrated  intensity. No additional reflections 
pertaining to second (nitride) phases can be detected. 
TEM  bright‐field  (BF) micrographs  reveal  the  initial  formation  of  finely  distributed,  nano‐
sized platelets with their broad faces parallel to {100}α‐Fe  lattice planes of the ferrite matrix 
(Fig. 2a). The  corresponding  [001]α‐Fe  zone  axis  selected  area electron diffraction patterns 
(SADPs)  show,  corresponding  to  the  coherent nature of  the nitride particles, pronounced 
streaking  along  <100>α‐Fe  directions  owing  to  the  small  size  and  the  misfit  strain 
perpendicular  to  these  directions  (i.e.  perpendicular  to  the  platelet  faces;  Fig.  2b). Upon 
slight tilting of the specimen out of the [001]α‐Fe zone axis intensity maxima can be discerned 










binary  nitrides  or  as  a  ternary  mixed  nitride,  local  composition  analyses  have  been 
performed  by  APT.  The  spatial  distribution  of  the  elemental  species  found  in  the mass 
spectra  is given  in Fig. 3a. Evidently, the matrix  is strongly depleted of the original alloying 
elements and  the N‐rich regions,  i.e.  the nitride platelets, are rich  in both Cr and Mo.  Iso‐
concentration surfaces enclosing regions of a combined Mo, Cr and N concentration  larger 
than  4  at.%  have  been  plotted  for  the  analyzed  tip  to more  or  less  separate  the  nitride 
particles from the matrix. These iso‐concentration surfaces are presented in Fig. 3b, thereby 
highlighting the orientation and spatial distribution of the platelets. The morphology of the 








(i) Peak overlap  in the mass‐to‐charge‐state ratio spectrum can potentially occur  for 
N+ and N22+, although  this  is expected  to be  limited. More significant  is  the peak 
overlap between N2+ and Fe2+  in  the  spectrum  [31],  [32]. Close  inspection of  the 
mass spectrum originating  from the nitrides alone  (i.e. the volume  inside the  iso‐
concentration  surfaces of  4  at.% Cr+Mo+N)  indicates  that  the peak  ratios  at  28, 
28.5 and 29 Da follow the natural abundances of the isotopes of Fe. It is therefore 




location  on  the  tip  thereby  leading  to  inaccuracy  in  the  determination  of  the 
composition of (small) second phase regions by APT. The electric field employed in 
the  APT  experiment  is  adjusted  to  give  a  steady  evaporation  of  the  Fe‐based 
matrix. Thus, the effect of surface diffusion of the (heavier) substitutional species is 
likely  not  prominent  and  the  co‐enrichment  of  Cr  and  Mo  (in  the  nitride)  is 
certainly  real.    However,  because  the  (surface)  diffusion  of  light  elements  is 
considerably  faster  than  that  of  heavier  elements,  the  determination  of  their 
original location in the APT tip is more severely influenced by surface diffusion and 
quantitative determination of  the N content of matrix and/or precipitates can be 
seriously  affected.  However,  with  reference  to  results  in  Ref.  [34],  the  current 
experiments provide no evidence of significant surface migration of N. 




within  the  nitrides  have  a  higher  evaporation  field  than  Fe  in  the  surrounding 
matrix,  i.e.  a  higher  electric  field  must  be  applied  to  evaporate  these  nitride 
constituents  from  the  surface  of  the  APT  tip,  as  compared  to  Fe.  Thus,  the 
preferential  evaporation  of  the  surrounding  ferrite matrix,  as  compared  to  the 
evaporation of precipitates, results  in a change of the shape of the surface of the 
tip  in  the  vicinity  of  the  platelets.  This,  in  turn,  leads  to  aberrations  in  the 
trajectories of ions emitted from these regions, which affects the spatial resolution 
of  their  reconstructed positions  in  the 3D APT  image.  Furthermore,  the  size and 
shape of  the precipitates and  their orientation  in  the specimen can  influence  the 
aberrations of the trajectories and thus the severity of the LME. For the very fine 
platelets  in  the  current alloy,  LME may  therefore  lead  to erroneous detection of 
large  amounts  of  Fe  in  the  platelets  (see  Table  2).  Earlier  atom  probe  field  ion 
microscopy  (APFIM) studies of nitrided Fe‐Mo alloys  [14],  [35] also suggested the 












The above discussion  implies  that  the APT data do not allow a definitive conclusion about 
the whether  or  not  presence  of  Fe  in  the  precipitates. However,  this  limitation  does  not 
affect the accuracy of the value determined for the atomic ratio of Cr and Mo content in the 
precipitates. The measured atomic Cr:Mo  ratio  is approximately 1:0.9, as expected  for an 
alloy containing equal atomic amounts of Cr and Mo (cf. section 2.1). Hence, from the above 
results and discussion it is concluded, at this stage of the analysis, that the developed, cubic 












2 This  treatment  is  the  first step of a so‐called absorption‐isotherm analysis; see e.g. Ref.  [41]. Denitriding of 
previously  nitrided  Fe‐Mo  specimens  in  pure,  flowing  H2‐atmosphere  eventually  causes  all  N  to  leave  the 
specimen [36], i.e. the N‐content becomes zero. This is a result of the low stability of Mo nitrides (see section 
4). This effect can be prevented by applying a very low nitriding potential (ݎே ൌ 0.01 atm‐½; see section 2.1) to 









a  weighted  sum  of  the  ratios  Cr:N  1:1  and  Mo:N  2:1.  Thus,  for  the  current  alloy  with 
Cr/Mo=1,  it  follows  Cr:Mo:N=1:1:(3/2).  This  implies  that  the  composition  of  the  present 
ternary nitride can be represented as (Cr½,Mo½)N¾. As a matter of fact,  in a recent parallel 
investigation  by  our  group  of  a  series  of  Fe‐Cr‐Mo  alloys  of  varying  Cr/Mo‐ratio,  the  N‐
content  in  the  nitrided  zone was  found  to  comply with  the  above  described  rule  for  the 
composition of the mixed CP nitrides  [39]. This result  is a strong  indication that  indeed no 
significant amount of Fe is incorporated in these nitrides. 
Already previous denitriding experiments of a number of through nitrided, ferritic, Fe‐based 
binary  alloys  [40]–[43]  and  also  a  ternary  Fe‐Cr‐Al  alloy  [44]  indicated  that  the N‐content 
remaining in the specimen after denitriding is compatible with the complete precipitation of 
all Me as MeN, or (Me1,Me2)N, respectively,  implying (as above)   that Fe  is not significantly 
present in these nitrides. However, it might not be excluded that, if Fe is initially present in 
the nitrides, it may leave the nitrides during denitriding (if there exists a driving force for this 












of Cr and Mo  in the form of coherent nitride platelets as discussed  in section 3.1,  leads to 
distinct microstructural change: starting from the grain boundaries, regions with a  lamellar 
microstructure  are  formed  by  a  discontinuous  transformation  mechanism  (this  reaction 
begins after a nitriding time of the order of 10 hours at 580 °C). An SEM micrograph showing 
such  a  discontinuously  transformed  region  growing  into  the  grain  interior  (i.e.  into  a  CP 
region) is shown in Fig. 4. At this stage of the nitriding treatment, the platelets in the as yet 
untransformed  CP‐region  have  now  become  visible  (see  the  right‐hand  side  of  the  SEM 





same  amounts  of  Cr  and Mo  in  the  CP  and DP microstructures,  i.e.  no  alloying  element 
redistribution occurs between CP and DP regions, it follows that the nitrides in the DP region 
contain more N  than  the nitrides  in  the CP  regions. The additional N  is  supplied  from  the 




The  combined SEM, TEM and XRD analyses discussed below  reveal  the presence of  three 
kinds of nitrides in the DP material: 
(i) Straight, parallel, plate‐like lamellae identified as CrMoN2 (up to several µm long but 
very  thin  (about  10  nm  thickness);  see  below)  with  broad  faces  parallel  to  
{110}α‐Fe planes of the ferrite matrix (Fig. 4, Fig. 6, Fig. 8, Fig. 9, Fig. 10); 
(ii) Spherical  (Cr,Mo)Nx particles  in  the  ferrite  lamellae between  the CrMoN2  lamellae 
(20‐30 nm diameter; Fig. 4, Fig. 9, Fig. 11, Fig. 12); 
(iii) Undulating platelets:  small undulating platelets of  α”‐Fe16N2 with  their broad  faces 






prolonged  treatment  time  (Fig.  6)  show  the  presence  of  reflections  of  a  new  phase,  in 
addition  to  the  ferrite‐matrix  reflections, which  emerged  upon  progress  of  the  CP  DP 
transition.  
Comparison  of  the  new  reflections  with  diffraction  patterns  of  known  phases  of  the  
Fe‐Cr‐Mo‐N  system  (see overview of  the  Fe‐Cr‐N,  Fe‐Mo‐N and Cr‐Mo‐N  systems given  in 
section 4) to identify the developed nitrides was unsuccessful. However, the positions of the 
new peaks are close to those expected for CrWN2 [46]. It has been suggested [47], that Mo 
can  partially  substitute  W  in  the  layered  CrWN2  structure,  but  pure  CrMoN2  was  not 
18 
 
synthesized  until  now  (in  an  investigation  of  the  precipitate  phases  forming  in  high‐
temperature steel materials [48], a ternary, layered, hexagonal Cr‐Mo‐nitride was proposed, 
although  not  fully  characterized).  Against  this  background,  the  crystal‐structure  data  of 
CrWN2 [46], with the W atoms fully substituted by Mo atoms, was used as a starting point 
for  the Rietveld  refinement of  the  lattice parameters of  the accordingly proposed CrMoN2 
phase. The atomic positions of Cr, Mo, and N  in CrMoN2 were not refined, as  the CrMoN2 
reflections are very weak  in the diffraction pattern of the (bulk)3 nitrided specimen (Fig. 6). 
The  results  of  the  fitting  are  shown  in  Table  3:  the  presence  of  such  a  CrMoN2  phase  is 
compatible with all but one of the new reflections  (see Table 3 and Fig. 6); this very small 
unindexed  reflection  close  to  the  200  ferrite  reflection  in  Fig.  6  could  originate  from  a  
NaCl‐type  cubic  nitride.  This would  suggest  that  not  all  (Cr½,Mo½)N¾  (the  CP  nitride  (cf. 
section 3.1)) has  transformed  to CrMoN2  (the DP nitride). This  is  the  case  indeed;  see  (ii) 
below.  The  hexagonal  crystal  structure  of  CrMoN2  is  illustrated  in  Fig.  7.  It  is  built  of 
alternating densely packed Cr and Mo  layers separated by densely packed N  layers.  In this 
structure, Cr is coordinated by N octahedra and Mo is coordinated by N‐trigonal prisms. 
TEM  BF micrographs  and  corresponding  SADPs  of  the  DP  regions  (Fig.  8)  show  that  the 
CrMoN2  lamellae  have  their  broad  faces  parallel  to  {110}α‐Fe  ferrite‐matrix  lattice  planes, 
indicating a habit plane different from that of the fine CP platelets which have their broad 
faces parallel  to  {100}α‐Fe  ferrite‐matrix  lattice planes. The SADP shows diffraction spots of 
                                                      
3 The  isolated nitride powder (see section 2.2) showed a pronounced texture of the CrMoN2 due to the plate 
morphology of the nitride  lamellae  (the plates  lie on their faces, thus a strong 0001 texture occurs; see TEM 








110  spots  of  the  cubic  ferrite  matrix  in  SADPs  with  [001]α‐Fe/  [1ത100]CrMoN2  electron 
beam/zone axis  indicates that closest‐packed planes of nitrides and matrix are parallel,  i.e. 
{0001}CrMoN2||{110}α‐Fe. 
Energy  dispersive  X‐ray  spectroscopy  (EDX)  spot  analysis  performed  in  the  TEM  of  a 
freestanding lamella (Fig. 8b)) and of an electrolytically isolated lamella (cf. section 2.2; Fig. 





shown  below,  APT  indirectly  supports  this  indication  of  the  TEM‐EDX  analysis,  since 
characterization of  the  spherical particles  shows  that  these particles exhibit a Mo/Cr‐ratio 
smaller  than one, as has  to be expected  if  the  lamellae  indeed have a Mo/Cr‐ratio  larger 
than one and recognizing that in the alloy the Mo/Cr‐ratio equals one. 
(ii) Spherical precipitates 
In SEM micrographs  (Fig. 4), small particles are visible  in the  ferrite  lamellae  (between the 













N with a  ratio of Mo/Cr<1,  i.e.  the  spherical particles contain more Cr  than Mo. Different 
values of the amounts of Cr, Mo and N in the nitride lamellae were obtained by evaluation of 
the EDX spectra if either the Mo K‐lines or the Mo L‐lines were considered, and therefore no 
quantitative  composition  data  can  be  given. However,  in  both  cases  a Mo/Cr‐ratio  larger 
than  one was  obtained.  The  Cr‐enrichment  in  the  spherical  particles  is  confirmed  by  the 
elemental  composition  data  obtained  by  the  APT  experiments  shown  in  Fig.  12  and 
presented  in Table 2: One spherical precipitate adjacent to the edge of the tip  is shown  in 







arranged  in  a  tetragonally  distorted  bcc  lattice  [52];  the  nitrogen  atoms  occupy  c‐type 
21 
 
octahedral  interstices  in  an  ordered  way.  These  N  atoms  lead  to  only  very  weak 
superstructure spots  in SADPs (note that the most  intense, fundamental spots of α”‐Fe16N2 
overlap with  those  of  ferrite‐matrix  spots  [53]).  APT  shows  that  the  undulating  platelets 
contain N (are N‐rich as compared to the matrix) and Fe, and that Cr and Mo have not been 
taken up in these undulating platelets (see Figs. 12 a) and b)).  
α"‐Fe16N2  is  known  to  precipitate  at  room  temperature  or  slightly  elevated  temperature 
from N‐supersaturated  ferrite  [54],  [55]. However,  at  the nitriding  temperature of 580  °C 
employed  in  the  current  study,  α”‐Fe16N2  is  unstable.  Hence,  the  presence  of  α”‐Fe16N2 








nano‐sized,  cubic  NaCl‐type  CrN  nitride  platelets,  with  a  Baker‐Nutting  orientation 
relationship (OR) with the ferrite matrix, occurs [8], [9], [11]–[13]. The precipitation of CrN 
platelets  is very  fast, due  to a high  (negative) Gibbs energy of  formation of CrN  (per mole 
N2)4 (‐129.1  kJ mol‐1  at  580  °C  (853 K)  and  1  atm). During prolonged  treatment  time  and 
given a sufficiently high Cr‐content of the alloy (more than approx. 2 at.% Cr [9]), these fine 
precipitates can undergo a discontinuous coarsening reaction leading to the development of 
relatively  small  colonies/cells  of  alternating  CrN  and  ferrite  lamellae  [9]–[13].  
Under  the  high  activity  of  N  imposed  by  the  nitriding  atmosphere,  CrN  represents  the 
thermodynamically  stable  Cr‐nitride  in  nitrided  binary,  ferritic  Fe‐Cr  alloys.  No  ternary 
phases have been reported for the Fe‐Cr‐N system [56]. 
Upon nitriding of binary,  ferritic Fe‐Mo alloys,  initially continuous precipitation of  thin but 
(as  compared  to  nitrided  Fe‐Cr  alloys)  long,  nano‐sized,  cubic  NaCl‐type  γ‐Mo2N  nitride 
platelets,  with  a  Baker‐Nutting  OR  with  the  ferrite matrix,  occurs  [7],  [14].  Initially,  the  
γ‐Mo2N  platelets  form  very  slowly  which  can  be  ascribed  to  the  low  Gibbs  energy  of 
formation of γ‐Mo2N (per mole N2)3 (‐44.8 kJ mol‐1 at 580 °C (853 K) and 1 atm); the volume 
                                                      
4 The  Gibbs  energies  of  formation  of  the  nitrides  from  the  ferrite  matrix  (∆ܩெ௘୒,஑௙ )  presented  here  are 
determined by the Gibbs energies of  formation of the nitrides  from pure elemental Cr/Mo metal and N2 gas 
(∆ܩெ௘୒௙ ) (from Ref. [87]) and the activity of N at the current nitriding conditions (580 °C and 0.1 atm‐½) (ܽ୒,ఈ) 




misfits  of  CrN  and  γ‐Mo2N  with  the  ferrite  matrix  are  similar  (51  –  53  %)5 .  The 
thermodynamically stable nitride, hexagonal δ3‐MoN (volume misfit    ̴67 %), forms from the 
earlier developed nitride, upon prolonged nitriding by a discontinuous precipitation reaction 






presented  in  Ref.  [38].  Two  types  of  nitride  phases  have  been  found:  
i) a cubic, NaCl‐type γ‐Mo2N/CrN phase conceived as “a continuous series of solid solutions” 





of N2. Hexagonal, MoN‐based phases  [61]–[64] were not observed  in  the  investigation of 
Ref.  [38]. Other  ternary nitrides of  crystal  structures different  from  the  above mentioned 
                                                      
5 The volume misfit ∆௩௩ of the nitride B with the ferrite matrix A is calculated from the molar volumes vi according 









of  nitriding,  similar  to  the  case  of  nitrided  Fe‐Cr  and  Fe‐Mo  alloys,  cubic  NaCl‐type 
(Cr½,Mo½)N¾ nitride platelets develop (also with their broad faces parallel to {100}α‐Fe lattice 





systems,  the binary NaCl‐type nitrides CrN  and  γ‐Mo2N have  considerably different Gibbs 
energies  of  formation  (per mole  N2),  which  leads  to  the  strongly  differing  precipitation 
kinetics of CrN (fast) and γ‐Mo2N (slow) for the respective binary systems upon nitriding. In 
the  ternary system separate  first,  fast  formation of Cr(‐rich) nitrides and subsequent, slow 
formation  of Mo(‐rich)  nitrides was  not  observed:  instead,  a  ternary  (Cr½,Mo½)N¾‐nitride 
developed.  
The  preference  for  the  formation  of  the  ternary  nitride  phase  over  the  development  of 
separate binary CrN and  γ‐Mo2N phases upon nitriding of Fe‐1Cr‐1Mo alloy  could  suggest 
that the ternary nitride is thermodynamically preferred. The investigation of the ternary Cr‐
Mo‐N system discussed above (Ref. [38]) and the results obtained from Cr‐Mo‐N thin films 




development  of  the  ternary,  cubic  NaCl‐type  (Cr,Mo)Nx  nitride  phase may  be  preferred 












as  possible  by  the  development  of  the  separate  binary  nitrides, which,  according  to  this 
interpretation,  is kinetically obstructed. A  similar  reasoning, preferred  formation of mixed 
nitrides based on kinetic constraints, was given previously for the mixed nitrides formed  in 
nitrided  ternary  Fe‐Cr‐Ti  [70] and  Fe‐Cr‐Al  [44],  [71],  [72] alloys.  Indeed,  the mixed,  cubic 
NaCl‐type  (Cr,Ti)N  and  (Cr,Al)N  nitrides,  as  holds  for  the mixed  (Cr,Mo)Nx  nitride  of  the 
present study as well, were found to be metastable in these systems: decomposition into the 
separate binary nitrides can take place at elevated temperature [72]–[74].  
The  nitride‐precipitate  platelets  are  finely  distributed  and  are  (largely)  coherent with  the 
ferrite  matrix  (see  Fig.  2).  Upon  nitriding,  initially  the  elastic  accommodation  of  the 
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matrix/precipitate  volume misfit  causes  long‐range  strains  in  the matrix which  lead  to  an 
overall matrix  expansion which  causes  the  ferrite  reflections  to  shift  to  lower  diffraction 
angles  [75].  A  system  composed  of  such  fine  nitride  platelets  and  the  ferrite matrix  can 
diffract coherently,  i.e. both matrix and nitride particles diffract as a single aggregate  [76]. 
Furthermore,  a  compressive  residual  stress  parallel  to  the  surface  results  from  the 
macroscopic misfit of the nitrided case and the unnitrided core causing a further peak shift 
to lower diffraction angles [77].  







The  matrix  expansion,  by  elastic  precipitate/matrix‐misfit  accommodation  and 
macrostresses, and subsequent misfit relaxation are the origin of the presence of split ferrite 
reflections  in  the  X‐ray  diffractograms  (see  Fig.  1):  The  lower  angle  peaks  of  the  ferrite 








X‐ray  diffractograms;  yet,  they  are  observed  in  TEM‐SADPs  (cf.  diffractogram  in  Fig.  1  
(for 6 h nitriding) and SADP in Fig. 2 (pertaining to 6 h of nitriding)).  
4.2. Discontinuous	precipitation	
Under  the  currently  employed  nitriding  conditions,  the  occurrence  of  a  discontinuous 
reaction  upon  prolonged  nitriding  (of  the  order  of  10  hours  at  580  °C)  with  the 
accompanying  formation  of  CrMoN2  lamellae  and  the  presence  of  (Cr,Mo)Nx  spherical 
precipitates in the ferrite lamellae, indicates that the initial, complete precipitation of Cr and 
Mo as  (Cr½,Mo½)N¾ nitride  (cf. section 4.1) represents an  intermediate, thermodynamically 
metastable  (see  discussion  in  section  4.1)  state.  The  system  likely  passes  through  this 
intermediate stage due to a  large nucleation barrier for the continuous precipitation of the 
(equilibrium) hexagonal CrMoN2 phase  in the  ferrite matrix (see below).  In the DP regions, 
no  further  phase  changes  were  observed  in  the  current  study  even  after  prolonged 
nitriding/aging up to 504 h at 580 °C. 
Formation	of	ternary	CrMoN2	lamellae	

















the most  stable nitride, as  is  the case of nitrided binary Fe‐Mo alloys  [7] and  the present 
nitrided ternary Fe‐Cr‐Mo alloy (in contrast with nitrided binary Fe‐Cr alloys), an additional 
chemical  driving  force  operates  for  the  DP  reaction  (as  compared  to  a  DC  reaction),  as 
additional  chemical Gibbs  energy  is  released  by  the  formation  of  the more  stable  phase. 
Therefore,  the  occurrence  of  a  discontinuous  precipitation  reaction  can  occur  at  a  lower 
volume  fraction  of  precipitates  than  for  the  occurrence  of  a  discontinuous  coarsening 
reaction. 
From a comparison of the morphologies of the discontinuously formed regions (lamellae of 
CrMoN2  and  ferrite)  of  the  present  nitrided  ternary  Fe‐Cr‐Mo  alloy with  those  of  the DC 
regions developing upon prolonged nitriding of binary Fe‐Cr alloys (see e.g. Ref. [10]) and the 
DP regions of binary Fe‐Mo alloys [7] it follows that the morphology of the lamellar regions 
in  the  present,  nitrided  Fe‐Cr‐Mo  alloy  is  similar  to  that  observed  in  the  nitrided  Fe‐Mo 
alloys, again suggesting that a discontinuous precipitation reaction occurs in the Fe‐1Cr‐1Mo 
alloy. This can be related to the structural similarities of CrMoN2 and δ3‐MoN: both exhibit a 
hexagonal  crystal  structure  and  are  oriented  with  their  broad  faces  parallel  to  {110}α‐Fe 
ferrite  lattice  planes.  However,  due  to  the much  faster  initial  precipitation  of  the  cubic 
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nitride, here  (Cr½,Mo½)N¾,  in  the  ternary alloy as compared  to  the binary Fe‐Mo alloy,  the 
time required to transform the specimen microstructure according to DP is much shorter in 
the  ternary Fe‐1Cr‐1Mo alloy. The volume misfits of  δ3‐MoN and CrMoN2 with  the  ferrite 
matrix, are    ̴67 % and    ̴56 %,  respectively. This distinctly  smaller volume misfit of CrMoN2 
with the ferrite matrix can be an (additional) important factor for the relatively fast DP in the 
ternary alloys. Note that the volume misfit of the hexagonal, ternary nitride  is much  larger 
than  that of  the  ternary cubic nitride  (see  section 4.1) making  its nucleation  in  the  ferrite 
matrix more difficult and,  indeed,  initially precipitation of cubic  ternary nitride occurs  (see 
section 4.1 and beginning of section 4.2). 
A  consequence  of  dissolution  of  (a  part  of;  cf.  discussion  below  on  the  spherical  ternary 
nitrides)  the  initial,  cubic  nitride,  followed  by  demixing,  i.e.  formation  of  the  hexagonal 
nitride  and  ferrite  at  the  moving  boundary,  carried  by  grain‐boundary  diffusion,  is  the 
establishment of a microstructure consisting of alternating ferrite and nitride  lamellae with 
an incoherent interface (see also Refs. [11], [12], [76]). Consequently, incoherent diffraction 





the DP of CrMoN2  from  the  initially  formed  (Cr½,Mo½)N¾  in  the nitrided  ternary Fe‐Cr‐Mo 








(i): All CP platelets dissolve at  the DP  reaction  front. The Cr and Mo which  cannot be 
incorporated  (in  time)  into  the  forming  CrMoN2  lamellae  remain  dissolved  and 
become  incorporated  in  the  ferrite  lamellae where  they  subsequently  precipitate 
continuously as  (Cr,Mo)Nx. The precipitation of  fine alloying element precipitates  in 
the ferrite lamellae behind the discontinuous reaction front, was previously observed 

















be  incorporated  (in  time)  into  the  forming CrMoN2  lamellae. Being  in  contact with 
two (parent and product) ferrite grains of different crystallographic orientations and 
confined between  the  forming CrMoN2  lamellae,  the  (Cr,Mo)Nx precipitates  at  the 
reaction cannot realize the preferred OR with the product ferrite (lamellae). Thus, the 




in  close  proximity  of  the  interface.  Thereby  it  cannot  be  decided whether  new  spherical 
precipitates  form at the  interface (case  (iia)) or whether  former CP platelets are “overrun” 
and grow  (case  (iib)). Note  that no  further  transformation of  the spherical particles  to  the 
CrMoN2 structure was observed, suggesting that both nitride phases, cubic and hexagonal, 








1. Initially  finely  distributed,  nano‐sized,  coherent,  NaCl‐type  (Cr½,Mo½)N¾  nitride 
platelets, exhibiting a Baker‐Nutting OR with the ferrite matrix, develop. These mixed 






Mo  in  the  possibly  initially  developing  CrN  (much  larger  release  of  Gibbs 
energy (per mole N2) than for γ‐Mo2N) already leads to substantial release of 
Gibbs energy of the system.  
3. Upon  continued  nitriding,  i.e.  upon  aging,  CrMoN2  nitride  forms  as  lamellae  by  a 
discontinuous  precipitation mechanism.  CrMoN2  has  a  complex  hexagonal  crystal 
structure, as indicated by Rietveld refinement, of alternating, densely packed Cr and 
Mo layers separated by densely packed N layers.  
4. The  transformation  of  the  (Cr½,Mo½)N¾  platelets  to  CrMoN2  lamellae  during  the  
DP reaction is not complete; remaining alloying element develops as cubic (Cr,Mo)Nx 





Cr  content,  in  correspondence  and  consistent with  an  atomic Mo  content  of  the 
spherical  (Cr,Mo)Nx  particles  somewhat  smaller  than  the  atomic  Cr  content,  as 
indicated by both APT and TEM‐EDX analyses. 
6. The  spherical  (Cr,Mo)Nx particles  likely develop at  the DP  reaction  front, either by 
nucleation or by growth from the initial (Cr½,Mo½)N¾ platelets, and do not precipitate 
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Fig.  1:  XRD  diffractograms  (Co‐Kα)  recorded  from  the  surface  of  Fe‐1Cr‐1Mo  specimens 
nitrided at 580 °C with a nitriding potential of 0.1 atm‐½ for the nitriding times indicated; full 







Fig.  2:  a)  TEM  BF  micrograph  at  a  depth  of  100  μm  below  the  surface  and  b)  the 
corresponding  [001]α‐Fe  electron  beam  direction/zone  axis  (ZA)  SADP  of  the  Fe‐1Cr‐1Mo 
specimen nitrided at 580  °C  for 6 h with a nitriding potential of 0.1 atm‐½. Platelets occur 
along  {001}  habit  planes  of  the  ferrite  matrix.  In  the  [001]α‐Fe  zone  axis  SADP  distinct 
streaking along <100>α‐Fe directions  is present.  c) Slight  tilting of  the  specimen out of  the 
[001]α‐Fe zone axis reveals intensity maxima at 200(Cr,Mo)Nx positions on the streaks. Expected 
111(Cr,Mo)Nx positions have been  indicated with white arrows; dashed circled spots originate 
from magnetite Fe3O4 present on  the TEM  foil owing  to unavoidable oxidation of  the  foil 






Fig.  3:  a)  Distribution  of  atomic  species  in  an  APT  tip  prepared  from  a  
Fe‐1Cr‐1Mo  alloy  specimen  that was  nitrided  homogeneously  at  580  °C  for  72  h with  a 
nitriding potential of 0.1 atm‐½. The size of the displayed box is 230 × 93 × 94 nm3. Regions of 
increased  contents  of  Cr,  Mo,  N  species  correspond  to  the  ternary  (Cr,Mo)Nx  nitrides 
platelets evidenced by TEM. Due to restrictions  in the resolution of the APT technique, the 
platelets  appear  thicker  (and  longer)  than  as  indicated  by  the  TEM  analysis.  
b) Compositional iso‐concentration surfaces of Cr+Mo+N = 4 at.%, i.e. within these surfaces 











right  part  of  the  micrograph  shows  the  CP  microstructure  with  relatively  coarse  (as 













of  excess  N  particularly  in  the  CP  microstructure  leads  to  a  higher  than  expected  
N‐content. The  full horizontal white  line  indicates  the position of  the EPMA  line  scan;  full 






580  °C  for 504 h with a nitriding potential of 0.1 atm‐½. The  fitted  intensity curves  for  the 







Fig. 7: Crystal  structure of hexagonal CrMoN2. Coordination of  the metal  atoms by N has 
been  indicated by polyhedra. Cr  shows an octahedral  coordination by N and Mo  shows a 
trigonal  prismatic  coordination  by N.  The  structure  consist  of  alternating  densely  packed 
layers of Cr and Mo which are separated by densely packed N layers in a stacking sequence 








nitriding potential of 0.1  atm‐½.  Some  spherical  (Cr,Mo)Nx particles  in  the  ferrite  lamellae 
have been  indicated by white circles. Undulating appearing platelets  in the ferrite  lamellae 
(arrows),  oriented  along  {100}α‐Fe  ferrite  planes,  are  α’’‐Fe16N2  precipitates  formed  in  the 
nitrogen  supersaturated  (after  quenching)  ferrite  lamellae  upon  aging  at  low  (RT) 
temperatures  [49],  [50].  (b)  Free‐standing  CrMoN2  lamella  employed  for  EDX  analysis:  a 
Mo/Cr‐ratio  larger  than 1 was observed  (see discussion  in  section 3.2).  (c) SADP  (electron 
beam/zone axis  [001]α‐Fe) of a). The arrows  indicate spots belonging to  the CrMoN2 phase; 
48 
 
circled  spots  originate  from  unavoidable  magnetite  Fe3O4  present  on  the  TEM  foil.  (d) 
Schematic diffraction pattern of the ferrite matrix and the CrMoN2 nitride corresponding to a 


















µm,  cf.  section  2.2)  that was homogeneously nitrided  at  580  °C  for  72 h with  a  nitriding 
potential  of  0.1  atm‐½  to  have  a  fully  DP  microstructure.  Spherical  particles  from  the 









Fig. 11:  (a) TEM bright  field micrograph  (BF) showing an agglomerate of spherical particles 
obtained by electrolytically dissolving the ferrite matrix. The (dissolved) specimen was a thin 
foil  (thickness approx. 200 µm, cf. section 2.2) that was homogeneously nitrided at 580 °C 
for 72 h with a nitriding potential of 0.1 atm‐½  to have a  fully DP microstructure.  (b) The 
corresponding  SADP.  The diameters of  the  concentric  rings  can be  indexed based on  the 
NaCl‐type crystal structure of  (Cr,Mo)Nx. The corresponding d‐spacings have been given  in 
Table 4. The dashed white circles indicate some reflections of low and higher order (111 and 
222  (ring 1  and 4)  and 200  and 400  (ring 2  and 5);  cf.  Table 4). The more homogeneous 
appearance of the second ring (d‐spacing approx. 2.07 Å) may originate from undissolved α‐

















enriched, correspond  to  the undulating α’’‐Fe16N2 platelets  revealed by TEM.  (b) A second 





Table  1:  Composition  of  the  Fe‐1Cr‐1Mo  alloy  used  in  this work.  The  Cr, Mo, Mn  and  Si 
contents  were  determined  by  inductive  coupled  plasma  optical  emission  spectroscopy;  
the  C  content was  determined  by  a  combustion method;  carrier  gas  hot  extraction was 
applied for determination of the O and N contents. 
element   Cr  Mo  Mn  Si  C  O  N  Fe 
content  
[at. %] 




















(Fig. 3b)*)  89.7  3.45  3.00  3.82 
DP‐sphere  APT  
(Fig. 12a)°)  31.5  26.8  11.0  30.8 
DP‐sphere  APT  
















atom  x  y  z 
Cr  0  0  0.825 
Mo  0  0  0 
N1  0  0  0.263 





Table  4:  Lattice  spacings  for  (Cr,Mo)Nx  NaCl‐type  nitride  (i)  as  calculated with  a=4.15  Å 
(intermediate of the lattice parameter of CrN (4.14 Å, card 011‐0065 in Ref. [22]), and that of 
γ‐Mo2N  (4.163  Å,  card  025‐1366  in  Ref.  [22])  and  (ii)  as  measured  from  the  (average) 
diameters of the SADP ring patterns due to diffraction by the spherical particles in Fig. 11b. 
The relative intensity of the calculated reflections has been given in a qualitative manner in 
brackets in the first column. The d‐spacing ranges of the rings given in the last column have 
been provided with a measurement error range assessed at 3 pixels of the detector. 
reflection of (Cr,Mo)Nx  calculated d‐spacing [Å] (a=4.15 Å)  observed d‐spacing [Å] 
1 1 1 (moderate)  2.396  2.45 (2.69‐2.33) 
2 0 0 (strong)  2.075  2.06 (2.17‐2.01) 
2 2 0 (strong)  1.467  1.46 (1.50‐1.41) 
3 1 1 (moderate) 
2 2 2 (moderate) 
1.251 
1.198  1.23 (1.26‐1.19) 
4 0 0 (weak)  1.038  1.05 (1.07‐1.02) 
3 3 1 (weak) 
4 2 0 (moderate/strong) 
0.952 
0.928  0.93 (0.95‐0.91) 
 
